
ANAHEIM MARKETING INTERNATIONAL 
FOOD WASTE DISPOSER SPECIFICATIONSFOOD WASTE DISPOSER SPECIFICATIONS

Motor S peed RPM

Volt age

Amps

Cycles

Motor T ype

Splash Guard

Feed

Grind Ring

Swivel Impellers

Turnt able

Hopper

Drain Housing

Overload Protector

Sink Flange

Stopper

Bearings

Sound Shell

Individual Shipping W eight **
Lifetime Corrosion Guarantee

A

C

D

B

E

A    322
B    157
C    132
D    137
E    114

A    322
B    157
C    132
D    137
E    114

A    341
B    176
C    195
D    137
E    114

m e a s u r e m e n t s ½ HP Economy
Continuous Duty

½ HP Standard
Continuous Duty

½ HP Mid-Duty
Continuous Duty

M o s t  t y p e s  o f  f o o d  
w a s t e  c a n  b e  
p l a c e d  i n t o  y o u r  
A n a h e i m  disposer!

Small Bones
Fish Heads
Fish Bones
Egg Shells

Corn Cobs
Vegetable Scrap s
Grapefruit Halves
Melon Rinds

Nut Shells
Coffee Grinds
Fruit Pit s 
Tea Leaves

2600 RPM

115, 220 

4.1-4.9(115) 2.15-2.35(220) 

50/60

1/2

Permanent Magnet

Hycar, Removable

Continuous Feed

ABS

Cold Rolled Steel

Stainless Steel

Cold Rolled Steel

Glass Filled Nylon

Glass Filled Polyester

Manual Reset

Stainless Steel & Celcon

Positive Seal, Polypropylene

Permanently Lubricated, Sleeve Type

None

4.1  kg

No

Waste Elbow

HP Rating

2600 RPM

100,115,220 
5.2(100) 4.1-4.9(115) 

50/60

1/2

Permanent Magnet

Hycar, Removable

Continuous Feed

ABS

Stainless Steel

Stainless Steel

Stainless Steel

Glass Filled Nylon

Glass Filled Polyester

Manual Reset

Stainless Steel & Celcon

Positive Seal, Polypropylene

Permanently Lubricated, Sleeve Type

Partial

4.1  kg

Yes

2600 RPM

100,115,220

50/60

1/2

Permanent Magnet

Hycar, Removable

Continuous Feed

ABS

Stainless Steel

Stainless Steel

Stainless Steel

Glass Filled Nylon

Glass Filled Polyester

Manual Reset

Stainless Steel & Celcon

Positive Seal, Polypropylene

Permanently Lubricated, Sleeve Type

Full

5  kg

Yes

Anaheim disposers can be fitted to most types of 
sink materials that have 3 ½”(90mm) sink waste. 
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Economy
Standard
Mid-Duty

all measurement s to the nearest millimeter

2.15-2.35(220)
5.2(100) 4.1-4.9(115) 
2.15-2.35(220)

*
*Add 16mm for 

RFI filter 
(CE Models)

** Add .4 kg with RFI filter and power cord



ANAHEIM MARKETING INTERNATIONAL 
FOOD WASTE DISPOSER SPECIFICATIONSFOOD WASTE DISPOSER SPECIFICATIONS

Motor S peed RPM

Volt age

Amps

Cycles

Motor T ype

Splash Guard

Feed

Grind Ring

Swivel Impellers

Turnt able

Hopper

Drain Housing

Overload Protector

Sink Flange

Stopper

Bearings

Sound Shell

Individual Shipping W eight **

A

C

D

B

E

A    346
B    184
C    219
D    141
E    114

A    368
B    184
C    219
D    141
E    114

A    408
B    184
C    219
D    141
E    114

m e a s u r e m e n t s ½ HP Heavy-Duty ¾ HP Deluxe 1 HP Light
Commercial-Duty

M o s t  t y p e s  o f  f o o d  
w a s t e  c a n  b e  
p l a c e d  i n t o  y o u r  
A n a h e i m  disposer!

Small Bones
Fish Heads
Fish Bones
Egg Shells

Corn Cobs
Vegetable Scrap s
Grapefruit Halves
Melon Rinds

Nut Shells
Coffee Grinds
Fruit Pit s 
Tea Leaves

2600 RPM

100,115,220 

5.2(100) 4.5(115) 2.15-2.35(220) 

50/60

1/2

Permanent Magnet

Hycar, Removable

Continuous Feed

ABS

Stainless Steel

Stainless Steel

Stainless Steel

Glass Filled Nylon

Glass Filled Polyester

Manual Reset

Stainless Steel & Celcon

Positive Seal, Polypropylene

Permanently Lubricated, Sleeve Type

Full

5.4  kg

Yes

Waste Elbow

HP Rating

2700 RPM

100,115,220

50/60

3/4

Permanent Magnet

Hycar, Removable

Continuous Feed

ABS

Stainless Steel

Cast Stainless Steel

Stainless Steel

Glass Filled Nylon

Glass Filled Polyester

Manual Reset

Stainless Steel & Celcon

Positive Seal, Polypropylene

Permanently Lubricated, Sleeve Type

Full

6.3  kg

Yes

2800 RPM

100,115,220

8(100) 7(115) 3.35-3.65(220) 

50/60

1

Permanent Magnet

Hycar, Removable

Continuous Feed

ABS

Stainless Steel

Cast Stainless Steel

Stainless Steel

Glass Filled Nylon

Glass Filled Polyester

Manual Reset

Stainless Steel & Celcon

Positive Seal, Polypropylene

Permanently Lubricated, Sleeve Type

Full

7.7  kg

Yes
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Heavy-Duty
Deluxe
LCD

all measurement s to the nearest millimeter

7.2(100) 4.5(115) 2.9-3.1(220) 

*
*Add 16mm for 

RFI filter 
(CE Models)

Lifetime Corrosion Guarantee
** Add .4 kg with RFI filter and power cord Anaheim disposers can be fitted to most types of 

sink materials that have 3 ½”(90mm) sink waste. 



ANAHEIM MARKETING INTERNATIONAL 
FOOD WASTE DISPOSER SPECIFICATIONSFOOD WASTE DISPOSER SPECIFICATIONS

Motor S peed RPM

Volt age

Amps

Cycles

Motor T ype

Feed

Grind Ring

Swivel Impellers

Turnt able

Hopper

Drain Housing

Overload Protector

Sink Flange

Stopper

Bearings

Sound Shell

Individual Shipping W eight **

Lifetime Corrosion Guarantee

A

C

D

B

E

A    400
B    238
C    219
D    141
E    114

A    422
B    238
C    219
D    141
E    114

m e a s u r e m e n t s ½ HP Heavy-Duty
Batch Feed

¾ HP Deluxe
Batch Feed

M o s t  t y p e s  o f  f o o d  
w a s t e  c a n  b e  
p l a c e d  i n t o  y o u r  
A n a h e i m  disposer!

Small Bones
Fish Heads
Fish Bones
Egg Shells

Corn Cobs
Vegetable Scrap s
Grapefruit Halves
Melon Rinds

Nut Shells
Coffee Grinds
Fruit Pit s 
Tea Leaves

2600 RPM

100,115,220

5.2(100)4.5(115)2.15-2.35(220) 

50/60

1/2

Permanent Magnet

Batch Loading

ABS

Stainless Steel

Stainless Steel

Stainless Steel

Glass Filled Nylon

Glass Filled Polyester

Manual Reset

Stainless Steel & Celcon

Positive Seal - 3 Position

Permanently Lubricated, Sleeve Type

Full

6.4  kg

Yes

Waste Elbow

HP Rating

2700 RPM

100,115,220

7.2(100)4.5(115)2.15-2.35(220) 

50/60

3/4

Permanent Magnet

Batch Loading

ABS

Stainless Steel

Cast Stainless Steel

Stainless Steel

Glass Filled Nylon

Glass Filled Polyester

Manual Reset

Stainless Steel & Celcon

Positive Seal - 3 Position

Permanently Lubricated, Sleeve Type

Full

6.8  kg

Yes

4332 E. La Palma Avenue   Anaheim, California  92807
Telephone:  714.993.1707  Fax: 714.993.1930

Website: http://www.AnaheimMarketing.com  E-Mail: ContactUs@AnaheimMarketing.com

Anaheim Marketing International

Batch Feed

all measurement s to the nearest millimeter

A    395
B    230
C    194
D    137
E    114

½ HP Mid-Duty
Batch Feed

2600 RPM

100,115,220

5.2(100)4.5(115)2.15-2.35(220) 

50/60

1/2

Permanent Magnet

Batch Loading

ABS

Stainless Steel

Stainless Steel

Stainless Steel

Glass Filled Nylon

Glass Filled Polyester

Manual Reset

Stainless Steel & Celcon

Positive Seal - 3 Position

Permanently Lubricated, Sleeve Type

Full

5.4  kg

Yes

*
*Add 16mm for 

RFI filter 
(CE Models)

Anaheim Batch Feed Method of Operation : Batch Feed models are activated by inserting the 
stopper into the throat of the disposer. This feature eliminates the need for an outside on-off switch. The 
use of the stopper covering the sink hole makes for safe and quieter operation.

Anaheim disposers can be fitted to most types of 
sink materials that have 3 ½”(90mm) sink waste. 

** Add .4 kg with RFI filter and power cord
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